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Assembly Instruction Form 101 

 
READ FITTING INSTRUCTIONS COMPLETELY  BEFORE INSTALLATION -  TRACK USE ONLY  
 
This article is sold without warranty expressed or implied.  No warranty or representation is made as to this product’s ability to protect the user 
from injury or death.  The user assumes that risk.  The effectiveness, warranty and longevity of this equipment are directly related to the manner in 
which it is INSTALLED, USED, and/or MAINTAINED.  THE USER ASSUMES THE RISK.  
  
By purchasing this product and opening the packaging, purchasers expressly acknowledge, understand and agree that they take, select and 
purchase these SECTOR 111 products from SECTOR 111, its affiliates, distributors, and agents (collectively, SECTOR 111) as is  and with all 
faults .  
  
The entire risk as to the quality and performance of these SECTOR 111 parts is with the purchasers.  Working on your car can be a dangerous 
activity.  If you are unsure of what you are doing, please leave mechanical or Safety critical work to a skilled mechanic.  
  
We take no responsibility for the incorrect use and/or installation of SECTOR 111 products. 
 

TRACK USE ONLY 
 
Please see our website for full color installation directions:  www.sector111.com  
 
 
 
 
Engine Mount Install    
 

 



TRACKmount Installation Procedure Rev. B Page 2 of 12 
 

Assembly Step Tools/ Parts Detailed Instructions Picture/ Illustration 

 

 Assembly Instruction Form 101 

 

Pre-Install 
check list 

1.  Driver side 
2.  Passenger side 
3.  Lower rear 
4.  Lower front 

Confirm all parts are 
included in kit before 
starting installation. 
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 Assembly Instruction Form 101 

 

2. Raise car 1.  Hand Jack 
2.  Jack Stands 
3.  5/16ths socket 
4.  13mm socket 
5.  1/4 Ratchet 
6.  3/8 Ratchet 

Have a hand jack handy to 
support motor when ready.  
 
Raise car per proper jack 
points.  
 
Use jack stands or ramps to 
support vehicle. 
 
Remove diffuser and under 
tray.  
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3. Removing 
drivers side 
engine mount 

1.  Ratchet 
2.  10mm socket 
3.  8mm socket 
4.  13mm socket 
5.  Pliers 
6.  Hand jack 

Move overflow tank by 
removing 2 bolts, leave 
hoses attached.  Driver 
mount has attachments 
for wiring loom, fuel 
line and overflow tank 
holder.   Move 
windshield washer tank 
out of way.  Cut zip 
ties.  Do not disconnect 
rubber lines.  
Disconnect power plug.  
 
Do not disconnect fuel 
line!  You will move it 
out of way as well.  
 
Support motor from 
underneath with jack 
on transmission 
housing.  Use Jack to 
take load off of driver 
mount.  Remove top 
horizontal bolt.  Then 
remove four attach 
points of mount.  
 
Remove mount. 
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4. Install 
drivers mount  

1.  Ratchet 
2.  10mm socket 
3.  8mm socket 
4.  13mm socket 
5.  Pliers 
6.  Hand jack 

With the jack still in place, 
install the driver mount 
and insert bolts by hand 
first, and then tighten. The 
hole for the main bolt may 
be partially obscured. Use 
a screw driver to help align 
holes of mount and carrier 
on motor. Insert bolt once 
the rear side of mount is 
aligned.  It may not pass all 
the way through so tap bolt 
with hammer if necessary.  
 
Tighten finger tight only. 
Lower jack for full weight 
then tighten mount to 
torque specs. 
 
Insert new zip ties to 
replace the ones that were 
cut.  Place fuel line, 
overflow tank and 
windshield tank in proper 
locations. 
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5. Remove 
Passenger 
Mount 

 
 
 

1.  Ratchet 
2.  10mm 
socket 
3.  13mm 
socket 
4.   Hand 
jack 

Make sure hand jack is still 
placed under gearbox 
 
Remove stock mount.  
There are two additional 
removal points opposite 
(under) the two top points.  
 
These two nuts are 
accessible from below.   
 
.  
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OE Passenger Mount. Note Aluminum connection piece. Remove and refit to 
new mount. See Above 
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6. Install 
passenger 
mount. 

1.  Ratchet 
2.  10mm 
socket 
3.  13mm 
socket 
 

Remove aluminum section 
from OE mount and place 
onto the new mount. 
Position mounting holes and 
relationship of OE 
aluminum portion to motor. 
(This is the part that 
attaches to motor and 
connects it to the mount.)  
 
Snug center bolt.  Do not 
fully tighten until frame and 
motor bolts are threaded in 
and snug. Then tighten 
center bolt.  
 
Tighten all remaining 
points. Do not forget the 
two lower out of sight 
fasteners. 
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6. Remove 
rear bottom 
mount 

1.  Ratchet 
2.  5/16 
socket 
3.  13mm 
socket 
4.  13mm 
wrench 
5.  Prybar 
 

Remove heat shield 
surrounding the rear bottom 
mount. 
 
Make sure hand jack is 
supporting engine.  
 
Loosen attachment bolts. 
Jack slightly to release 
tension. Unbolt rest of 
assembly. 
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6. Install rear 
bottom mount 
(cont.) 

1.  Ratchet 
2.  5/16 
socket 
3.  13mm 
socket 
4.  13mm 
wrench 
5.  Prybar 
 

Place new mount in 
position. Place long bolt 
though mount. Do not 
tighten. Then line up four 
mount holes and finger 
start bolts. If you meet 
resistance or the mount 
does not line up, use pry 
bar in conjunction with 
hand jack raising and 
lowering to adjust mount in 
housing until the bolts 
thread in easily. 
 
Tighten assembly to 
factory torque 
specifications. 
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7. Install 
bottom front 
mount 

1.  Ratchet 
1/4 
2.  13mm 
socket 
3.  13mm 
wrench 

Remove OE front mount. 
Be sure motor is supported.  
 
With weight off mount, 
remove long bolt. Then 
remove the two bolts 
attached to the engine 
(accessible through the two 
side slots). 
 
Place with new mount but 
line up two bolts FIRST. 
Screw in by hand so you 
do not cross thread.  Snug 
bolts hand tight then place 
long bolt through chassis 
carrier. Tighten two engine 
bolts first, then main bolt 
to factory torque 
specifications. 
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